
Light redefined  
Siteco Floodlight 20 midi LED 
Highly efficient wide-area lighting with an intelligent 
module and family concept. Light is OSRAM 

www.osram.de  |  www.siteco.dewww.osram.com  |  www.siteco.com



 

One system for all options: The new Floodlight 20 LED  
range of floodlights redefines design possibilities for wide-
area lighting, and application suitability and individuality 
become the measure of all things. The complete spectrum 
of wide-area lighting for buildings now becomes possible 
with high efficiency and maximum demands concerning 
quality of light, functionality, design and individual needs.  
The new Floodlight 20 LED luminaire range in micro, mini 
and midi construction sizes.

A strong design and a strong concept    

Anwendung – Aufgabe – Lösung.
Floodlight 20 midi LED
The Floodlight 20 midi LED is currently the highest-output 
construction size in the range of floodlights. With LED  
module luminous flux of up to 36,000 lumens, the lumi-
naire is ideal for efficient planar light from high mounting 
heights of up to 14 metres, for parking lots, large logistics 
areas, roads and the display of architecture and objects. 
The luminaire is also an ideal solution for sports facilities – 
the optic specifically designed for this purpose means  
these are illuminated more efficiently than ever before.  
The Floodlight 20 midi replaces classic solutions with up 
to 400 watts, and with a quality of light that even enables 
flicker-free, super slow motion recordings.   

The secret with such flexibility is the platform concept  
and modular design of the complete system, providing a 
solution that is aesthetically and functionally from one cast 
for complete quality, reliability and future safety. A wide  
diversity of application options is the result, ranging from 
the illumination of facades in building-vicinity areas to  
plazas and traffic routes.

Floodlight 20 midi LED  |  Family

Floodlight 20 midi LED  

Maximum performance, efficiency and sustainability

—	Rated lifetime: 100,000 hrs (L80/B10) at 25° C 

—	Strong power output with the midi: module luminous flux  

	 up to 36,000 lm1)

—	Rated luminous flux: up to 28,550 lm2

—	High system efficiency: up to 120 lm/W

—	Ambient temperature:  

	 indoors -25 … +40 °C, outdoors -25 … +50 °C

—	Luminous flux control according to needs via intelligent ECG

—	Precise planning via predefined light distribution characteristics 

	 for plazas, roads, floodlighting and sports grounds

—	Flexibility with design thanks to three light colours

—	Future safety thanks to upgradable modular design

—	Ideal installation and simple handling due to perfect  

	 connections (wall, mast, cross arm)

—	Can be exchanged on mast / cross arm / wall without  

	 ESD-safe environment

Wide-area lighting at a new level

1) 	LED radiation power, optical losses not subtracted.
2) 	Luminaire radiation power actually emitted in the visible field.  
	 Optical losses already subtracted.
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Innovative technology with 
an innovative concept

Highly simple replacements and installation
—	 The intelligent ECG and housing form the basis of the module  

	 concept. It accommodates the light module and connections,  

	 and always remains the same.

—	 The sealed IP66 light module is connected with a plug connector. 	

	 Light distribution characteristics and lumen packages are  

	 specifiable.

—	 The housing and bracket can also be installed first, followed by  

	 insertion of the module.

—	 The light module is mounted at the front and fixed at the rear.

—	 The module can be exchanged on the mast/cross arm or wall  

	 without the need for an ESD-safe environment.

Floodlight 20 midi LED  |  Modularity

Mast mounting

With mast flange adapter for post-
top or side entry mounting, with 
use as mast luminaire with road or 
wide-area optic.    

Mounting to cross arm or wall

With bracket for simple, functional 
mounting to cross arms or walls 
and ceilings outdoors.

Wall mounting

With bracket for wall connections, 
for indoor/outdoor solutions with 
more sophisticated appearances. 
Can also be used as an uplight in 
indoor areas.

Modular and future-safe

A concept that provides high flexibility – the Floodlight 20 
LED family is based on a modular concept permitting a 
wide diversity of luminaire configurations. Three connec-
tion methods are available for all three construction sizes,  
providing mast, cross arm and design solutions from a  
single luminaire.
The basis of the construction is the housing of high quali-
ty, robust diecast aluminium (IP66/IK08) for maximum  
application demands.This contains the intelligent ECG for 
individual configuration of luminous flux according to 
needs. 

Luminaires also achieve optimum photometric results  
and a very long lifespan thanks to efficient thermal  
management. 
The LED module is manufactured as part of a complex  
process to ensure uniformly high quality levels, in turn  
enabling both housing and LED module to benefit from  
the same high IP66 protection rating. The LED module is  
connected with the ECG via plug & play connection and  
is then mounted and securely fixed to the housing frame. 
The ESD-protected LED module can be replaced on the 
mast without needing to take the luminaire to an ESD-
safe workplace.

Simple, rapid installation 
Simply scan in the QR code  

and see for yourself.  
www.siteco.com/fl20-montage

The Floodlight 20 mini features the same modular  

construction as the Floodlight 20 micro: a single system 

consisting of LED module, housing and fixing element
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Outstanding requirements, 
an outstanding solution

Always the right light distri-
bution
The construction size fea-
tures fi ve different light dis-
tribution patterns matched 
to specifi c lighting require-
ments: planar light and pla-
zas (PL43), roads and traffi c 
routes (PL52/PL61), display 
of objects (RS17) and pla-
nar light for sports facilities 
(SSN). And all in three light 
colours (3000 K, 4000 K, 
5000 K). 
This enables lighting desig-
ners to specify precisely the 
right confi guration for their 
needs from a selection of 
15 standard solutions.

Effi cient, highly precise illumination – the LED platform 
makes it possible to ensure one standard for the whole 
family. The result is more convenience and reliability with 
planning as well as high fl exibility for individual project 
solutions. 

The lighting technology of the Floodlight 20 LED family is 
based on a precisely matched LED/lens system, confi gu-
red to always generate optimal lighting results for defi ned 
application geometries. This gives maximum effi ciency 
without the need to compromise on quality of light and 
visual comfort.

Floodlight 20 midi LED  |   Lighting Technology

H

PL43 light distribution place, narrow beam distribution

W = 3x H D = 4x H

PL52 light distribution place, for multilane roads, wide distribution

W = 2 x H 

H

D = 5 x H

PL61 light distribution place, for roads, wide distribution

W = 1 x H 

H

D = 6 x H

RS17  light distribution spotlight, rotation symmetrical distribution, half beam angle 17°

W = 0,5x H 

H

D = 0,5x H

SSN  light distribution sports, symmetric narrow distribution

D = 0,5x HW = 0,5x H 

H

Variable optics for effi cient wide-area lighting
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Floodlight 20 midi LED | with mounting bracket for mounting to wall, ceiling, cross-arm or supporting structure

IP66 | insulation class I or II | IK08 | inclination angle: 0…±170° (indoor: …±180°)

— asymmetric light distribution: narrow distribution

(PL43) for squares, wide (PL52) or extremely wide

distribution (PL61) for roads and paths

— symmetric light distribution: rotationally sym. distr.

(RS17) for spotlighting and presentation or sym.

narrow distr. (SSN) for sports applications

Electronic operating device with temperature monitoring for protection of LEDs from thermal overload
Light control '3DIM' with functions StepDIM, AstroDIM and DALI: for description see following page

08IK

Lamps Light

distribution

Insulation

class

Order No.

OSRAM

Order No.

Siteco

3DIM

LED 3000 > 70 16850 163 PL43 II 12.1 4050737822273 5XA7682D1A1A

LED 3000 > 70 24520 238 PL43 II 12.4 4050737822778 5XA7682E1A1A

LED 3000 > 70 17020 163 PL52 II 12.1 4050737822822 5XA7682D1D1A

LED 3000 > 70 24770 238 PL52 II 12.4 4050737821788 5XA7682E1D1A

LED 3000 > 70 16680 163 PL61 II 12.1 4050737821993 5XA7682D1C1A

LED 3000 > 70 24280 238 PL61 II 12.4 4050737821757 5XA7682E1C1A

LED 3000 > 70 17190 163 RS17 II 12.1 4050737822808 5XA7682D1B1A

LED 3000 > 70 25010 238 RS17 II 12.4 4050737821740 5XA7682E1B1A

LED 4000 > 70 18540 163 PL43 II 12.1 4050737822518 5XA7682D2A1A

LED 4000 > 70 26990 238 PL43 II 12.4 4050737822426 5XA7682E2A1A

LED 4000 > 70 18730 163 PL52 II 12.1 4050737822396 5XA7682D2D1A

LED 4000 > 70 27260 238 PL52 II 12.4 4050737822570 5XA7682E2D1A

LED 4000 > 70 18350 163 PL61 II 12.1 4050737821580 5XA7682D2C1A

LED 4000 > 70 26720 238 PL61 II 12.4 4050737822358 5XA7682E2C1A

LED 4000 > 70 18910 163 RS17 II 12.1 4050737822532 5XA7682D2B1A

LED 4000 > 70 27530 238 RS17 II 12.4 4050737822341 5XA7682E2B1A

LED 5000 > 80 27990 238 SSN II 12.4 4050737915661 5XA7682E4E1A

LED 5000 > 70 19230 163 PL43 II 12.1 4050737822174 5XA7682D3A1A

LED 5000 > 70 27990 238 PL43 II 12.4 4050737822693 5XA7682E3A1A

LED 5000 > 70 19410 163 PL52 II 12.1 4050737822662 5XA7682D3D1A

LED 5000 > 70 28260 238 PL52 II 12.4 4050737822181 5XA7682E3D1A

LED 5000 > 70 19040 163 PL61 II 12.1 4050737822631 5XA7682D3C1A

LED 5000 > 70 27720 238 PL61 II 12.4 4050737822747 5XA7682E3C1A

LED 5000 > 70 19610 163 RS17 II 12.1 4050737822617 5XA7682D3B1A

LED 5000 > 70 28550 238 RS17 II 12.4 4050737822723 5XA7682E3B1A

ON/OFF

LED 4000 > 70 18540 163 PL43 I 12.1 4050737847221 5XA7681D2A1A

LED 4000 > 70 26990 238 PL43 I 12.4 4050737847283 5XA7681E2A1A

LED 4000 > 70 18730 163 PL52 I 12.1 4050737847269 5XA7681D2D1A

LED 4000 > 70 27260 238 PL52 I 12.4 4050737847320 5XA7681E2D1A

LED 4000 > 70 18350 163 PL61 I 12.1 4050737847245 5XA7681D2C1A

LED 4000 > 70 26720 238 PL61 I 12.4 4050737847306 5XA7681E2C1A

— please order 'OSRAM DALI magic' interface component for transmission of configuration of 3DIM version separately if required
— please order cross-arm separately if required

Accessories 'OSRAM DALI magic' see following page





   



 















 

 












  











Floodlight 20 midi LED  |  Order Data
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Floodlight 20 midi LED | with bracket for wall fastening

IP66 | insulation class II | IK08 | MH= 8…14m | can be used as uplight for indoor applications

— asymmetric light distribution: narrow distribution

(PL43) for squares, wide (PL52) or extremely wide

distribution (PL61) for roads and paths

— symmetric light distribution: rotationally symmetric

distribution (RS17) for spotlighting and presentation

of objects

Electronic operating device with temperature monitoring for protection of LEDs from thermal overload
Light control '3DIM' with functions StepDIM, AstroDIM and DALI: StepDIM: luminous flux reduction via 230V control voltage | AstroDIM: dimming without external control
signal; with integrated, programmable timer for luminous flux reduction at two levels; settable luminous flux for max. operation and for both reduction levels | DALI: Digital
interface for integration into telemanagement systems; programmable constant luminous flux (constant luminous flux disabled in the standard version of the luminaire)

08IK

Lamps Light

distribution

Insulation

class

Order No.

OSRAM

Order No.

Siteco

3DIM

LED 3000 > 70 16850 163 PL43 II 12.1 4050737822785 5XA7682D1A2A

LED 3000 > 70 24520 238 PL43 II 12.3 4050737822853 5XA7682E1A2A

LED 3000 > 70 17020 163 PL52 II 12.1 4050737822839 5XA7682D1D2A

LED 3000 > 70 24770 238 PL52 II 12.3 4050737821795 5XA7682E1D2A

LED 3000 > 70 16680 163 PL61 II 12.1 4050737822006 5XA7682D1C2A

LED 3000 > 70 24280 238 PL61 II 12.3 4050737821764 5XA7682E1C2A

LED 3000 > 70 17190 163 RS17 II 12.1 4050737822815 5XA7682D1B2A

LED 3000 > 70 25010 238 RS17 II 12.3 4050737821719 5XA7682E1B2A

LED 4000 > 70 18540 163 PL43 II 12.1 4050737822525 5XA7682D2A2A

LED 4000 > 70 26990 238 PL43 II 12.3 4050737822433 5XA7682E2A2A

LED 4000 > 70 18730 163 PL52 II 12.1 4050737822402 5XA7682D2D2A

LED 4000 > 70 27260 238 PL52 II 12.3 4050737822587 5XA7682E2D2A

LED 4000 > 70 18350 163 PL61 II 12.1 4050737821597 5XA7682D2C2A

LED 4000 > 70 26720 238 PL61 II 12.3 4050737822556 5XA7682E2C2A

LED 4000 > 70 18910 163 RS17 II 12.1 4050737822549 5XA7682D2B2A

LED 4000 > 70 27530 238 RS17 II 12.3 4050737822327 5XA7682E2B2A

LED 5000 > 70 19230 163 PL43 II 12.1 4050737822594 5XA7682D3A2A

LED 5000 > 70 27990 238 PL43 II 12.3 4050737822709 5XA7682E3A2A

LED 5000 > 70 19410 163 PL52 II 12.1 4050737822679 5XA7682D3D2A

LED 5000 > 70 28260 238 PL52 II 12.3 4050737822877 5XA7682E3D2A

LED 5000 > 70 19040 163 PL61 II 12.1 4050737822648 5XA7682D3C2A

LED 5000 > 70 27720 238 PL61 II 12.3 4050737822754 5XA7682E3C2A

LED 5000 > 70 19610 163 RS17 II 12.1 4050737822624 5XA7682D3B2A

LED 5000 > 70 28550 238 RS17 II 12.3 4050737822730 5XA7682E3B2A

— please order 'OSRAM DALI magic' interface component for transmission of configuration of 3DIM version separately if required

Accessories Order No.

OSRAM

Order No.

Siteco

DALI magic 0.4 4052899039551 5LZ904100





   



 















 

 












  











Floodlight 20 midi LED  |  Order Data
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Floodlight 20 midi LED | with mast mounting

IP66 | insulation class II | IK08 | MH= 8…14m | inclination angle: 0°/5°/10°/15°

— asymmetric light distribution: narrow distribution

(PL43) for squares, wide (PL52) or extremely wide

distribution (PL61) for roads and paths

Electronic operating device with temperature monitoring for protection of LEDs from thermal overload
Light control '3DIM' with functions StepDIM, AstroDIM and DALI: StepDIM: luminous flux reduction via 230V control voltage | AstroDIM: dimming without external control
signal; with integrated, programmable timer for luminous flux reduction at two levels; settable luminous flux for max. operation and for both reduction levels | DALI: Digital
interface for integration into telemanagement systems; programmable constant luminous flux (constant luminous flux disabled in the standard version of the luminaire)

08IK

Lamps Light

distribution

Insulation

class

Order No.

OSRAM

Order No.

Siteco

3DIM

LED 3000 > 70 16850 163 PL43 II 14.1 4050737822792 5XA7682D1A4A

LED 3000 > 70 24520 238 PL43 II 14.3 4050737821733 5XA7682E1A4A

LED 3000 > 70 17020 163 PL52 II 14.1 4050737822846 5XA7682D1D4A

LED 3000 > 70 24770 238 PL52 II 14.3 4050737821801 5XA7682E1D4A

LED 3000 > 70 16680 163 PL61 II 14.1 4050737822013 5XA7682D1C4A

LED 3000 > 70 24280 238 PL61 II 14.3 4050737821771 5XA7682E1C4A

LED 4000 > 70 18540 163 PL43 II 14.1 4050737822471 5XA7682D2A4A

LED 4000 > 70 26990 238 PL43 II 14.3 4050737822334 5XA7682E2A4A

LED 4000 > 70 18730 163 PL52 II 14.1 4050737822419 5XA7682D2D4A

LED 4000 > 70 27260 238 PL52 II 14.3 4050737822440 5XA7682E2D4A

LED 4000 > 70 18350 163 PL61 II 14.1 4050737822389 5XA7682D2C4A

LED 4000 > 70 26720 238 PL61 II 14.3 4050737822563 5XA7682E2C4A

LED 5000 > 70 19230 163 PL43 II 14.1 4050737822600 5XA7682D3A4A

LED 5000 > 70 27990 238 PL43 II 14.3 4050737822716 5XA7682E3A4A

LED 5000 > 70 19410 163 PL52 II 14.1 4050737822686 5XA7682D3D4A

LED 5000 > 70 28260 238 PL52 II 14.3 4050737822884 5XA7682E3D4A

LED 5000 > 70 19040 163 PL61 II 14.1 4050737822655 5XA7682D3C4A

LED 5000 > 70 27720 238 PL61 II 14.3 4050737822860 5XA7682E3C4A

— please order mast flange according to spigot diameter separately
— please order 'OSRAM DALI magic' interface component for transmission of configuration of 3DIM version separately if required

Accessories Order No.

OSRAM

Order No.

Siteco

mast flange, spigot size: 42mm 0.6 4050737850740 5XA76800XM4

mast flange, spigot size: 60mm 0.6 4050737850726 5XA76800XM2

mast flange, spigot size: 76mm 0.8 4050737850702 5XA76800XM1

DALI magic 0.4 4052899039551 5LZ904100





   



 















 

 












  











Floodlight 20 midi LED  |  Order Data
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www.osram.com  |  www.siteco.com

OSRAM GmbH

Head office:

Marcel-Breuer-Strasse 6

80807 Munich | Germany

Phone +49 89 6213-0

Fax	+49 89 6213-2020

www.osram.com

Siteco Beleuchtungstechnik GmbH

Head office:

Georg-Simon-Ohm-Strasse 50

83301 Traunreut | Germany

Phone +49 8669 33-0

Fax 	+49 8669 33-397 

www.siteco.com

Member of


